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Carrie Eklund

Central Services Manager

Finance Department

	

	 ADDENDUM TO BID

WEST STATE STREET LINEAR PARK
BID NO.:  515-PW-048
ADDENDUM NO.: 2



To: All Bidders:

Please make the following changes to the above mentioned bid package.  A portion of the following specification shall be revised to read:
ITEM 12:   MEDIAN IRRIGATION SYSTEM

MATERIALS

17. 
Drip Lines Installation:
The drip tubing will be installed in rows 12 to 16 inches apart.  The rows closest to the walls of the landscaped planter shall be 2 to 4 inches from the edge of the walls.  The drip tubing shall be buried per the manufacturer’s recommendation.  The drip tubing must be secured a minimum of every 3 feet with Techline Staples (TLS6), Gundog Supply or approved equal.  The drip tubing must be installed parallel to the longest wall of the landscaped planter. If the drip tubing needs to go around a plant or obstacle, the tubing must return to its original line as soon as possible.  The installation must be complete prior to mulch installation.

When possible the system shall use a center feed layout.  The drip tubing shall feed from a PVC or Polyethylene supply header in a grid layout.  The exhaust header and the supply header shall form a continuous loop with PVC or Polyethylene piping.  The maximum distance between each supply header and exhaust header is 70 feet.  The furthest distance in each direction of the solenoid valve shall contain a Netafim Line Flushing Valve, model TLFV-1, Rain Bird or approved equal. The flush valve will be below grade in a valve box with a sump.  A filter shall be installed downstream of the solenoid valve with the appropriate filter mesh in accordance with Techline design manual or Rainbird, or approved equal. An air vacuum relief valve is to be installed at the highest points of each zone.  The air vacuum relief valve is to be installed in a valve box.  A single micro-spray head is required for each zone.  The spray head is required to indicate that a zone is on and working.  It should not be used as a main watering source for an area.

In situations where the slope is greater than or equal to 4% install the drip tubing perpendicular to the slope.  Check valves must be installed to prevent water from draining to the lower elevations.

All other portions of the specification and bid document remained unchanged.
A copy of this addendum or a reference thereto must be included with your bid or the bid will not be read or considered.

If you have any questions please contact the Central Services Division at 779-348-7164
DATED:  May 28, 2015
FINANCE AND PERSONNEL COMMITTEE
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